TOWN OF DENNING G-H-w
HIGHWAY DEPARTMENT

Misimum Specifications

THE FOLLOWING ARE TO BE THE MINIMUM STANDARDS FOR NEW CONSTRUCTION OF A
PUBLIC RIGHWAY IN THE TOWN OF DENNING.
A RIGHT OF WAY
1. The width of the highway fight of wiy will be thres (3) rods (49.5 ft.).
B. DRIVING SURFACE |

1. The width of the driving surface will be a minimum of 18 ft.
2. The centerline of the driving surface will be the centerline of the right of way.

C. SHOULDERS .
1. The width of the shoulder will be five (5) ft. on each side of the driving surface.

D. ROADWAY
1. The total width of the roadway will be 28 ft. from ditch line to ditch line,
E. DRAINAGE DITCHES
1. A drainage ditch will be instaliéd on each ide of the roadway to a minimum depth of 18 inches
and a minimum width of 2 ft.
F. SLUICEPIPES
1. All sluice pipes will be new corrugated alurhinized steel or N-12 cotrugatéd plastic
2. All sluice pipes will be a minimum of 12 inches in diameter and 20 ft. in length.
a.  Larger size sluice pipes may be réquired at the discretion of the Town
Superintendent of Highways '
3. All sluice pipes will have headwalls constructed of solid concréte blocks or factory made end
pieces. ,
3. All sluice pipes will bé instalied with a minimum slope of %" per ft
1.  Geotextile nonwoven spunbound fabric will be installed in areas of poor sub soil and
Drainage at the discretion of the Town Superintendent of Highways. The fabric will
Méet or éxceed the specifications of “Typar” 3041.

H ROAD SUB-BASE :

1.  The sub base will bé constructéd of minus 4™ screénéd gravel with a minimum dépth of 11inches
1 ROADBASE -

1.  The base will be constructéd of riinus 2” cfusher run gravel with 2 minimum depth of 4 inches
J. ROAD SURFACE

1.  The road will be topped with a mininfum depth of 3 %" of cold mix asphalt consisting of

Crushed #1 stone and CMS-2 Asphalt Emulsion. The material will be mixed in a pugmill and
applied with a conveéntional paver or mixed and appliéd with a Midland Mix-Pavér {0 a width of

i



18 ft. A seal coat of CRS-2 Asphalt Emulsion will be applied at the rte of .5 gallons per square
yard and covered with Number 1A crushed limestone. The shoulder will be constructed of
minus 1 %" crushed gravel. -

K. GUIDERAIL
1. Guiderails will be installed in the appropriate places at the discretion of the Town
Superintendent of Highways.

L. SIGNS AND DELINEATORS

1. Al traffic control signs will be installed according to the New York State Manual of

Of Uniform Traffic Control Devices. \
M. RECONSTRUCTION

L. Ali reconstruction of existing Town Highways will be at the discretion of the Town
Superintendent of Highways.

Bob McConnell W%C’M Superintendent of Highways

Town of Denning

COUNCILWOMAN X ) Jan Davies



